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HARTDUR RE101 

 
DESCRIPTION 

HARTDUR RE101 is an established, universal curing agent for adhesive based on 

hydroxyl polyurethane, natural and synthetic rubber. 
 

TYPICAL  PROPERTIES 

Chemical composition:  Contains 27% triphenylmethane-4,4ˊ,4〞-triisocyanate  

73% ethyl acetate. 

Appearance:           Yellow-green or red-brown to dark violet liquid. 

The color does not influence the quality of the bonds.  

The product may contain flaky deposits.  

NCO content, %by weight : 9.3 
±
0.2 

 

APPLICATION 

After the addition of HARTDUR RE101, the ready-to-use double-component 

adhesive should be applied within a period (pot life) which is determined not only by 

the polymer content of the adhesive, but also by the other ingredients of the 

formulation (e.g. resins, antioxidants, solvents, etc.). If the adhesive is not used within 

this period, it may become increasingly difficult to apply and its viscosity increases 

rapidly until irreversible gelling ultimately occurs. 

 

SUGGESTED ADDITIONS 

For curing adhesive of 100 parts by weight (p.b.w.) based on: 

Choloroprene rubber 

(rubber content approx. 20%)……………………4-7 p.b.w. HARTDUR RE101 

Hydroxyl polyurethane 

(polyurethane content approx. 20%)………………4-7  p.b.w. HARTDUR RE101 

 

STORAGE AND TRANSPORT 

When stored in its sealed original containers at 23℃, HARTDUR RE101 can 

remain stable for 6 months. It is highly sensitive to moisture and react with water to 

form carbon dioxide and insoluble ureas. The containers must therefore be kept tightly 
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sealed. The ingress of water in any form (damp containers, anhydrous solvents, moist 

air) must be prevented as otherwise the formation of carbon dioxide may cause a 

dangerous in-crease in pressure in the containers. 

HARTDUR RE101 will be discolored when exposed to air and/or light but this does 

not affect on the processing properties in general. 

 

PACKAGE 

A:  20 bottles in each carton, 0.75 kg in each aluminum bottle 

B:  180 kgs in each iron drum 

 

DISPOSAL 

Unusable product residues should be disposed of in an incinerator in accordance with 

the local regulations. The industry-specific waste codes from the European Waste 

Catalogue(EWC) should be used. 

 

HAZARDS IDENTIFICATION 

Highly flammable. Irritating to the eyes. May cause sensitization by inhalation. Repeated 

exposure may cause skin dryness or cracking. Vapours may cause drowsiness and dizziness. 

This information is given in good faith but without warranty. Our advice does not 

release you from the obligation to check its validity and to test our products as to their 

suitability for the intended processes and uses. Our products are sold in accordance 

with the current version of our general conditions of sale and delivery. 


