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HARTTIVE TEO 
 

Description                                                 

Stabilizer for polyurethane coating. 

Specifications                                                   

Appearance:   colorless & transparent liquid 

Chroma(APHA): ≦10 

Content:    min. 98% 

Density@20℃:  approx.0.9g/cm3 

Ethanol:    ≦0.45% 

Ethyl Formate: ≦0.25% 

Impurity:   ≦0.25% 

Boiling Point:  145-146℃ 

Moisture:   < 400PPM 

Flash Point:  37℃ 

Melting Point:  < -18℃ 

*These values provide general information and are not parts of the product 

specification.  

Properties                                                      

Generally speaking, HARDTIVE TEO is compatible with isocyanate and polyester. 

However, the storage stability of all combinations cannot be guaranteed. HARDTIVE 

TEO is used as a stabilizer for moisture-curing systems. Use of HARDTIVE TEO 
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prevents undesirable premature reaction of the paint system. Convoluted with alcohol 

and ether, slightly soluble and decomposable in water. 

Applications                                                       

HARTTIVE TEO is used in isocyanate and polyester coating systems as a moisture 

scavenger. Trials should always be carried out to determine the suitability of the 

product for the intended application. 

Storage                                                       

HARTTIVE TEO is moisture-sensitive and should therefore always be stored in 

tightly sealed original containers. When stored under the proper conditions, it will 

remain stable for 6 months at least. 

Safety                                                       

Any existing national regulations on the dangerous and corrode matter should be 

observed. The product is flammable and the container should therefore be kept away 

from ignitable sources. Precautions against electrostatic pick-up should be taken. The 

product must only be handled in explosion-proof rooms. Skin and eyes contacting 

with the product as well as inhalation of the vapors should be avoided. We 

recommend the wearing of safety goggles and protective gloves.  

Package                                                 

Iron drum with plastics insert, each contains 180 kgs. 

 


